


WOODWIN 78

Glued beam (3 lamels with
different patterns direction)

Beam width: 78 mm

Glass unit width: 24, 38, 42 mm

Possibility of manufacturing of
constructions from a beam of
exotic breeds of wood




WOODWINalu 78

Glued beam (3 lamels with different patterns
direction)

Beam width: 78, 92 mm
Glass unit width: under 62 mm

Possibility of production constructions from a
beam of exotic breeds of wood

Outside part of the window is covered with
aluminum profile




Woodwinalu-passive

Conforms to all modern energy
saving requirements

High thermal insulation and
tightness

Sertificated by institution
Passivhaus Institut

Heat transfer fluffer- 0,68 W




Integral

Profile width: 78 mm and 92 mm
Glass unit width: under 64 mm

Pressed connections of the
aluminum frames

Sash is invisible from the outside




Retro

Profile width: 78 mm and 92 mm
Glass unit width: under 64 mm

Pressed connections of the
aluminum frames

Flexible sash and frame profiles




Hi-tech win

Glued beam (3 lamels with different
patterns direction)

Beam width: 78 mm
Glass unit width: 24, 38, 42 mm

Possibility of manufacturing of
constructions from a beam of exotic
breeds of wood

High sound isolation qualities




Woodslide

Hight: under 3800 mm
Sash width: 770-3250 mm
Sash weight: under 600 kg

Possibility of manufacturing
constructions with electric engine




Woodslidealu

Hight: under 3800 mm
Sash width: 770-3250 mm
Sash weight: under 600 kg

Possibility of manufacturing with
one or two sliding sashes

Possibility of manufacturing
constructions with electric engine




—————

¥ f | e
£ i il —r M. ~ _ ;o

-

_— .___:_u_\ %.%\







Accordeon
Woodslide

Maximum length: 7000 mm
Height: 900- 2900 mm

Sash weight: 120 kg
Number of sashes: 3-8

Possibility of decoration of glass
units by crossbars, false overlays
and duplex.




Woodslide INOVA

Weight: under 200 kg

Pleasant mechanism
Optimal thermal insulation

Anti-intrusion under RC2




Artificial wood

aging
technology




Technology

“Tornado”




Frameless
corner

connection
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Certificate

Certified Passive House Component
for cool, temperate climates; valid until 31.12.2015

Category: Window Frame
Manufacturer: Aluron Sp. z 0.0.

42-400 Zawiercie, POLSKA
Product name: Gemini Passiv

This certificate was awarded based
on the following criteria:

Given a Ug value of 0.70 W/(m*K) and a window size of
1.23mby 1.48 m,

Uw = 079 W/(mK) < 0.80 W/(m?K)

Taking into account the installation based thermal bridges and
provided that the installation is, with regard to the thermal bridges,
equal or better than shown in the data sheet, the window meets
the following criterion.

U w,installed < 0.85 W/(m?K)

Thermal data
Up-value | Width Y, frsizo.25
[W/(m?K)] [mm] | [W/imK)] [
Spacer Swisspacer Ultimate*
|Bottom 0.78 124 0.026 0.72
|Side/top 0.78 124 0.026 i
*Sp of lower th | quality, especially those made of alu-

minium, lead to significantly higher thermal losses and lower
temperature factors.

For further information, please see the data sheet

www.passivehouse.com 0607wi03

Passive House Institute
Dr. Wolfgang Feist
64283 Darmstadt
GERMANY
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Thank you for watching!

Maxym Abramov

Export manager

I JELWIN

elegant windows

Max.Abramov@el-win.com




